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PREMIUM 
PRO-II-EX 1

II 2 G Ex h IIC T4 Gb X

II 2 D Ex h IIC T 135 °C Db

ATEX-MANUAL CHAIN HOIST 
PREMIUM PRO-II-EX

Thanks to specially developed surface treatment and design 

measures, the PREMIUM PRO-II-EX can be used in hazardous 

areas. In accordance with the ATEX directives 2014/34/EU.

Depending on the explosion class, a distinction is made 

between the Basic, Medium and High. You can find more 

details on page 16.

From a load capacity of 500 kg, the device is equipped as 

standard with overload protection as standard. Delivery 

includes ATEX certificate!

Load chain

Tempered and galvanised load chain in accordance with  

DIN EN 818-7-T ‘Made in Germany’. Even single-strand up to 

3,000 kg. Extra chain available in any length on request.

Galvanised or powder-coated on all sides

Dirt and rain cannot harm cannot harm this device. Whether 

self-locking castellated nuts or housing parts - all all 

connection and housing parts are protected against corrosion.

Chain attachment

The easily accessible chain attachment allows any user to pull 

in a longer chain if required.

ATEX-Manual chain hoist
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PREMIUM PRO-II-EX 250 – 3,000 kg PREMIUM PRO-II-EX 5,000 kg PREMIUM PRO-II-EX 10,000 kg
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TYPE � PREMIUM PRO-II-EX ... 0.25 0.5 1 1.5 2 3 5 10

Capacity (Basic/Medium) � kg
Capacity (High) � kg

250
250

500 
500

1,000 
900

1,500
1,250

2,000
1,250

3,000
2,000

5,000
3,200

10,000
6,400

Standard lift� m 3 3 3 3 3 3 3 3

Min. headroom  (A)� mm 259 309 373 460 460 553 630 900 

Hand chain force� daN 22 24 30,5 36 36 37 39 39,5

Hand chain operation length� m 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

Meters hand chain to pull to lift 1m� m 14.8 29.5 39.4 60.8 60.8 96.7 193.3 290

Number of chain falls� 1 1 1 1 1 1 2 3

Chain size� mm 4 × 12 5 × 15 6 × 18 8 × 24 8 × 24 10 × 30 10 × 30 10 × 30*

B (Dimensions)� mm 95 114 152 190 190 240 240 391

C � mm 99.4 110 139 150 150 158 158 166

D� mm 30 33 40 52 52 62 72 85

E� mm 22 22 28 33 33 37 44 60

F� m 2.5 2.5 2.,5 2.5 2.5 2.5 2.5 2.5

Weight with standard lift� kg 5.8 7.6 11.5 17.2 17.2 27 40.5 61.9

Weight per m additional lift**� kg 1.2 1.4 1.6 2.2 2.2 3.0 5.2 14.8

Version Basic: PREMIUM PRO-EX with 3 m lift� Order No.. G10360 G10361 G10362 G10363 G10364 G10365 G10366 G10367

Version Medium: PREMIUM PRO-EX with 3 m lift� Order No.. G10368 G10369 G10370 G10371 G10372 G10373 G10374 G10375

Version High: PREMIUM PRO-EX with 3 m lift� Order No.. G10376 G10377 G10378 G10379 G10380 G10381 G10382 G10383

Add. lifting height per m (Basic/Medium)� Order No.. G10270 G10271 G10242 G10243 G10243 G10272 G10246 G10247

Add. lifting height per m (High)� Order No.. G10170 G10171 G10172 G10173 G10174 G10175 G10176 G10177

Hand chain (Basic/Medium) 1 m more operating length� Order No.. G10178 G10178 G10178 G10178 G10178 G10178 G10178 G10178

Hand chain (High) 1 m more operating length� Order No.. G10179 G10179 G10179 G10179 G10179 G10179 G10179 G10179

Chain bags (plastic), from 5,000 kg (stainless steel) on request. Please enquire about other load capacities! * Grad 100 by versions Basic and Medium. ** 1 m operating length and 1 m stroke
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